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FOREWORD

This 1is the final report of a program conducted by
AiResearch Manufacturing Company of Arizona, a Division of
The Garrett Corporation. The purpose of the program was to
study, define, design, fabricate, and test a two-axis gun
stabilization system using fluidic technnlogy. Work per-
formed under the present contract constitutes the fourth year
of effort on a program sponsored by the U.S. Army Harry
Diamond Laboratories (HDL) to demonstrat~ the reliability,
ruggedness, and cost advantages of flnidic technology in
components of a gun stabilization syst.i.

The primary objective of the present contract was to
design and fabricate a two-axis system capable of neeting or
exceeding the performance requirements of the electro-
hydraulic add-on stabilization system now used on the M60Al
tank. The system was installed, tested, and demonstrated in
an M48A5 tank at the AiResearch test laboratory in Phoenix,
Arizona.

The program was authorized by the Department of the Army
under Contracts DAAG39-77-C-0100 and DAAG39-78-C-0049 and
was conducted from April 6, 1977, to April 30, 1979, under
AiResearch Master Work Orders 3409-248128-01-0X00 and
3409-248126-01-0X00,

Technical direction and support were provided by
Mr. J. Joyce (Program Monitor) of HDL. Technical support
was provided also by Mr. Jack Connors of the Weapon System
Branch, Armament Research and Development Command.
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1 INTRODUCTION

s T

The system described in this report is intended for

; installation in combat vehicles such as tanks and armored

ig personnel carriers, for the purpose of assisting the gunner

’ in maintaining accurate gun alignment with the selected tar- o

; get while the gun mounting is being subjected to random dis- f
!i turbances caused by vehicle motion over uneven terrain. The
" system uses fluidic angular rate sensors and amplifiers oper-
) ating with air as the fluid medium to sense angular rate,
1\ perform dynamic compensation, and operate servovalves to
B reposition the gun and turret to maintain target alignment.
A dynamic analysis of the system is presented. Components
i were designed, fabricated, tested, and assembled into a sys-

11 tem which was installed and tested on an M48A5 tank.

u
f

2. SYSTEM DEFINITION

{
g l 2.1 General Description

. }j\, The system developed was designed to sense gun motion,
1 amplify and dynamically compensate the signal, and operate
‘ valves which reposition the turret and gun actuators to keep
the qun aligned with the target. The controllers for the
l elevation and traverse axes, while similar in concept, are
designed differently to accommodate differences in the
dynamic performance between the elevation and traverse actua-
l' tion systems. Block diagrams of the traverse- and elevation-
. axis systems are shown in Fiqures 1 and 2, and schematic dia~-
grgms of the fluidic controllers are shown in Figures 3

l; and 4.

[ =2 R = S i T S T

1

1,_*‘.“ L e s — oy -t

. o - i Y _ —_—



T T T LTI e TIMOREAC Y Mar % s ke
-

: TEsY
. HONAL
fﬂ:‘.—_ MOTOR
~ OISPLACEMENT
MOTOR
‘. - FRICTION
E ' JOEAR BOX
H REBILIENCE
" Uothon
i HULL/TURKEY
; VALVE FLOW -mcnou
; CHARACTERISTIC [~
i ARLIEF
j VALVE VETLM
v QUNNER . '
B LAG o W [T J \ v
o comsmation [—*1X =% eApacivance ",:1“,
|
! .
] ' [wmane ]
; : 1 :tmlon J
ﬁ' o Figure 1. General block diagram of traverse-axis "
y controller system. 3
t F ' TERT :
: ——=0 sioNAL -,
i SERVOVALVE W R
? DROO -y :
i
‘ g b
L FRICTION e J
‘l , 1
: l” g
| g A
' HULL ]
| e —e(S oon |
. | i
L (7Y )
PHELSUN ;
‘ o GompentaTion [-~~] SERVOVALVE O ovnamcs e Jl i I-—-o—-('“m 4
GUNNER z :
' COMMAND MOTION B
. D X l' ' 'l
i . |
; . ~-——_-—{ RATE muoa}- y.
: 4
{
| Figure 2, General block diagram of elevation
: controller system. .
-: ' B
i
o
; y
‘ |
; ;
l.:
. v
5 n,.-w--—-—---- e . . i - = Rt
}v e+t e g, — "y oot~




o TR T TR L ST FTE

*w33sis 13T7T013UO0D 3IsSIJAsuel;j jo weibelp Orjewadyss g I3inbrg

ave
JAWA 1331 NN FUNSSING
annweoas §
O

o) \j/

SIATVA 203D 1014 N_ N

Qg ﬂ ) A p r X T
[ a

_-ln.ﬁﬁg A
3 \.
....... cmz o

SIXNT0A

©

X
X
3

~ P .
1 D w
rd wm
[
1
oo oI I TSl L - e > o E.w




. "w93s&s IIFTTOIJUOD UOTIRAITI JO weabeIp o1jewayos °y 9inbia w
i
avarwuaan 1 SWNAAH HOLLISOY i ¥
IAWA : w )
} SUInn ! ;
- W 3
. | ] ———m—
cMs . SR s e
gamni0A VORGE ° .hq.\k\ln.r..m
e s ) T

'
R LT T PRT S Y WO,




ARG &

TSP -

e

Rt g, S ety Seo ol et AL 3

A

&

g

Rate sensing is performed by a laminar jet angular rate
sensor (LJARS), & device developed at the Harry Diamond
Laboratories. This device, shown schematically in Figure 5
and detailed in Appendix A, senses angular rate by measuring
the Coriolis~induced curvature in a jet issuing from a nozzle
when the nozzle is rotated,

ar

Figure S. Fluidic angular rate sensor.

The rate sensor output is amplified and compared to
the pressure signal representing the commanded rate from the
gunner. The commanded rate signal is obtained by a gunner's
handle position sensor which is mechanically linked to the
gunner's handle valve., As the gunner commands a rate, the
valve motion produces an offset in a pneumatic flapper valve.
The resulting error signal is dynamically compensated by a
regsistor-volume combination which performs a lag or a lag-
lead function. The compensated error signal is then applied

to the servovalve which controls flow to the actuator or
motor.,

The servovalve in the elevation axis controller
contains pressure feedback. A pressure control valve is

dynamically suited to suppressing the high frequency disturb-
ances encountered in the elevation axis,

Fot o Yt bbb o i A
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The servovalve contained in the traverse axis control-
ler is a flow rate contrcl valve. Flow rate control in the
traverse axis {s desirable to obtain smooth, constant rate
target tracking performance, Flow rate control is mecha-
nized by s8pool position feedback using a flapper nozzle
actuated by the spool.

The fluidic satabilization system is contained pri-
marily in three packages illustrated in Figure 6: (1) a
traverse (azimuth) controller which is located on the turret
wall in the position presently occupied by the electro-
hydraulic stabilization system servovalve assembly; (2) the
elevation controllar which is installed in the position on
the gun presently occupied by the electrohydraulic stabili-~
zation system manifold and servovalve assembly; and (3) a
gunner's handle position sensor assembly located on top of
the gunner's handle valve assembly, replacing the cover and
the arms used to sense the position of the gunner's
hydraulic power valves in the electrohydraulic stabiliza-
tion system. Also illustrated are three of the components
used from the electrohydraulic stabilization system,

2.2 Dynamic Analysisg

Dynamic performance of the system was predicted using a
lineaar frequency response model derived from experimental
measurements. (Refer to simplified block diagrams in
Figures 7 and 8.) Transfer functions for the turret drive
and gun actuation systems were obtained by measuring gun and
turret motion with a rate gyroscope while the turret drive
motor and gun actuator were being excited sinusoidally by
servovalves driven by a signal generator. Data obtained
from these tests are plotted in Figures 9 and 10 for the
azimuth and elevation axis, respectively. Curve fit equa-
tions are also plotted in Figures 9 and 10,

The azimuth transfer function was approximated by the
following curve fit equation.
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Figure 9. Turret actuation system response.
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where

R =)
n

T angular' velocity of turret (rad/s),

e
]

v angular velocity command to servovalve
(rad/s),

8 = Laplace transform variable (rad/s),

0, = huli shspenlton natural frequency in
azimuth axis,

. 22 rad/s,

{y = hull suspension damping ratio,
= 0-15'

@p = turret drive natural frequency, -

N 4 = 26 rad/s,

‘T = turret drive damping ratio,
- 0-03°,

JT = turret moment of inertia,

= 3143 kg-m-s8?,

©Q
]
frury P

hull moment of inertia

. - = 18,435 kg-m-s?.

-

; | The elevation actuation system transfer function was approx-

ﬁ% ! imated by . -7 8 L
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; u.j g
g 'j where \
oy éG = angular rate of gun in elevation axie ;
i (rad/s), L . . 1
» ) Oy = dngular rate command to servovalve S - f
o | (rad/s), | ' ] o
! SR ' :
i X TG = gervovalve droop time constant, .
n - 0.318 s, | | , :
| 3
o K = 3.33 x 10~*s )
co L
% ; s ®= gun barrel resonant frequency,
é = 131.9 rad/s, ' - s
o tG = gun barrel damping-tatio, o ;i
» 1
= 0,10, |
| E
&
L Te * empirical transport delay,
: = 0.007 s. §
[N W
| 2,3 controller Performance Specification %
oo !
(. Closed loop performance of the azimuth system is calcu- ;
! jx lated by the function j
Cl . |
é 1
i S S I :
v ) l + G H )
i Yy T k
L where Hy, is the transfer function of the azimuth controller :
(b and is shaped to obtain optimum closed 1loop dynamic .
¢ response. Nearly optimum performance is achieved when 3
' ! j
cu B w g AL+ S+ 75) o t° ;
=
o TR YT 1 ers ]
n i
5 i 19 g
A ¥ ;
2
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SN

where ' ﬁf
Ky, = 100, specified system loop gain, t.
. i3
T1 = 0.05 8 ) gynamic compensation lead time ‘
constantzg,

Ta = 0.28 s 1)
Ta® 2.54 8 ) synamic compensation lag .3
T,= 1.60 s timelconstanta, E;
Ty= 0,008 &, response time constant of servo- 4

valve input diaphragms and asso- ’ij

ciated pneumatic ducting,

r = 0,005 s, transport delay time associated fﬂ
with rate sensor and fluidic ampli- 5
fier. '

V Predicted closed loop response of turret motion to hull 1)}
: motion is plotted in Figure 1l. -y

Closed loop performance of the elevation system is cal-
culated by the next equation,

T i

fa”"
Q
o

Nearly optimum performance is obtained when -
-7,8 [i"

(i1 + 7g8) (1 + 748 e = 4

Hg * X, T+ 7,8 (I + 7;§% (T + 748) %
where .Hf

: . T¢= T, = 0.133 8, dynamic compensation lead time
¢ constants,

U&
¢ o

! Tey™ Ty = 0.396 8, dynamic compensation lag time
!\ constants,

i l |
N 3
.
I
g -

20

\ Predicted clozed loop response of gun motion to hull
: motion is plotted in Figure 12.
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2.4 Hardware Design

Hardware designed for this program is contained in
three packages. The elevation axis package occupies the
space presently occupied by the electrohydraulic system
servovalve and associated manifold and mounts directly to
the actuator. The azimuth axis package occupies the space
under the ballistic computer presently utilized by the elec¢-
trohydraulic system azimuth servovalve and manifold. The
gunner's handle position sensor replaces the cover on the
gunner's handle valve assembly and is linked to the qgunner's
power valves, Several components provided with the electro-
hydraulic system were utilized in the fluidic system. Among
these are the stabilization solenoid valve, antibacklash
mechanism, pilot check valves, and filter.

Both controllers were constructed around a concept that
used a machined housing on which the laminated manifolds
were mounted and which provided interconnections between
manifolds.

The components, in turn, were mounted on the laminated
manifolds which provide the interconnections between compo-
nents, Major components mounted in this manner are the
laminated rate sensors and fluidic amplifiers, servovalves,
and air compressors,

The fluidic rate sensor and amplifiers operate on air
which is supplied by a compressor at approximately 10 psi.
The pneumatic-hydraulic interface is made with modified ser-
vovalves of the same type used in the electrohydraulic sys~
tem.

Photographs of the azimuth and elevation controllers
and the handle pickoff assembly in their installed positions
are presented in Figures 13, 14, and 15.

3. COMPONENT DEVELOPMENT

3.1 Rate Sensor Development

The laminar jet rate sensor required several refine-~
ments in design and method of manufacture to meet the
accuracy requirements of a gun stabilization system. Errors
are introduced by offset and gain shifts when rate sensor
supply pressure and fluid temperature (i.e., wviscosity)
vary.

-
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Figure 13. Installed azimuth controller.
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The effect of gain shift on system performance is to
change system damping and suppression ratics. HNo attempt
was made to reduce or compensate for sensor gain varietions
because damping and suppression ratio changes were not sig-
nificant over the limited environmental conditions encoun-
tered during testing. Gain compensation could be applied to
this system during future development to accommodate more
severe environmental conditions.

The effect of offset shift, however, was more. pronounced
because sensor offset appears as drift that must be removed
periodically by repositioning the gunner's null adjustuent
knob. Too frequent readjustment is objectionable and reduces
the gunner's ability to hold and track the target.

Nffset shifts resulting from prescure and temperature
variations occur primarily because of manufacturing inac-
curacies and asymmetries in rate sensor splitter, supply noz-
zle, and output channels. As noted in Figure 16, the effect
of splitter asymmetry (i.e., the splitter not located on the
jet center line) is an offset in output pressure, APO. that

increases ur decreases monotonically with Reynoids number,
Ngp. Offsets due to splitter asymmetry were removed by pro-

viding an adjustment that moves the splitter to the jet
center line by bending the sensor body.

The effect of asymmetry in rnozzle exit geometry is a
bending of the jet as it leaves the nozzle (see Figure 17).
The bending angle, o, 18 sensitive to Reynolds number because
the flow separation points rove differently as Reynolds num-
ber is increased or decreased. The result is a nonmonotonic
output pressure offset that can be removed by the splitter
adjustment at only one value of Reynolds number, Variations
in Reynolds number about that one value cause positive or
negative offsets in output pressure. By providinag an adjust-
ment that enablea the sides of the nozzle to be moved rela-
tive to each other and parallel to the nozzle center line, a
relative poasltion can be found where the flow separation
points will remain in reasonably symmetrical correspondence
with each other as Reynolds number is varied over some range.
Jet bending angle and therefore offset pressure, AP, will
remain constant over this range of Reynolds number.
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By alternately manipulating the sgplitter symmetry
adjustment and the no:zle symmetry adjustment, a setting can
be found where offset .pressure, APO, will remain near gero

" over a Reynolds number range sufficient to accommodate
48 ; expected variations in supply pressure and temperature.

The Reynolds number range over which AP, renains near

‘ zero increases as variations in geometry due to manufacturing
! § tolerances are decreased. The rate sensor hardware used in
i , this program was fabricated by numerically controlled wire
electrical discharge machining (wire EDM) process. This pro-
cess provided the best accuracy obtainable from the manu-
oo facturing methods that were reasonably available.

i AT E

Figure 13 exhibits data showing the reduction in offset
variation obtained by manipulating the splitter and nozzle

symmetry adjustments. Rate sensor sensitivity is plotted in
Figure 19.

R s

R

o, v gt
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Another source of offset variation with changes in
¢ Reynolds number is asymmetry in the length and the width of
i ; - the output channels. An early rate sensor model was pur-
\ posely designed with unequal output channels to accommodate a
more efficient installation position., Offset variation was
) ' reduced by a subsequent rate sensor redesign that incorpor-
B ated symmetrical output channels.

: 3.2 Fluidic Amplifiers

To amplify the low level rate sensor signal to a value
: suitable for actuating the system servovalve, nine stages of
= fluidic amplification were used. This amplifier cascade
yielded a steady-state gain of approximately 3 x 10%. Lami-

] nar proportional amplifiers (detailed in Appendix A) were
f used for the first seven stages because of their quiet, high
gain performance. The output stages were turbulent center-

¥ \ vent amplifiers which were well suited for driving a blocked
i load such as the servovalve input., For each stage of ampli-

fication, the amplifier size and supply pressure used are
shown in Table I. Detailed stacking orders of laminates

used to assemble the gain blocks for each control axis are
presented in Appendix B,

3.3 Alr Compressor

i Each of the two controllers contain identical pneumatic
z power supplies. They consist of a motor-compressor assembly,
{\ : electronic speed control, and pressure regulator.

k C
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TABLE I. AMPLIFIERS IN FLUIDIC GAIN BLOCK 3

S _ 3
i I ¥ Stage bs h . Ps ¢ R
3 ! (mm) (mn) (kPa) .
1 . ‘ § v et ' -y
F \ ¥ 1 0.76 | 0.76 " |~ 0.15 :
1 B 2 0.76 0.64 0,25 4
oo 3 .76 0.51 0.47 - : L3
b 4 0.76 0.41 0.82 -« o
AR 5 0.76 0.25 2.17
" % 6 0.51 0.18 8.72 3
i : l 7 0.76 0.25 2.17 g
Lo a 8 0.51 0.18 27.58 |
1 . - 9 0.89 0.25 55.16
E | The air compressor ig a rotary vane pump using four car-
i , bon vanes. The rotcr is attached to the shaft of a PMI
1 : Model U9MAT printed motor, shown in Figure 20. Supply pres-
sure from the compressor is regulated by controlling the
4 ' compressor-motor speed with an elactronic control using pres-
7 ST & sure feedback. The block diagram and the schematic are shown 4
: b in Figures 21 and 22, respectively. The control circuit uses : .
'%. - power supplied by the tank's batteries. The added load on ‘

i the electric syszstem is approximately five amps per axis.

The 24 Vdc nominal supply is regulated to 12 Vdc with a ]

; solid-state voltage requlator. The 12 Vdc supply ie then
{ j used as a reference., The output of a National Semiconductor
: Model LX1602 solid-state pressure transducer is compared to
‘ the referencne, amplified, and dynamically compenasated. This
signal is then used to pulse duration modulate a rectangular

wave generator prcducing a rectangular wave whose on-time is
i f inversely propoctional to pressure (pulse duration modu-
5 ] lated). The rectangular wave is then power amplified to drive

d the motor, maintaining the compressor output pressure con=-
Stant. ’
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3.4 Fluidic Input Servovalves

Standard electrohydraulic servovalves were adapted to
accept pneumatic input signals. For the azimuth axis, a Moog
Model 35 flow control valve was used, with a Moog Model 15
pressure control valve used on elevation. The coils and mag-
nets were removed from both valve bodies, leaving the feedback
flapper valves installed. A diaphragm assembly was installed
in place of the electrical parts. The fluidic output pres-
sure applies force to the diaphragms which, in turn, drive
the armature (flapper valve). This concept ia shown in
Figure 23,

A requirement of the diaphragm drive was sufficient gain
(hydraulic valve saturation at fluidicoutput, AP, = 7 kPa)

with negligible phase shift. This requirement was met with a
diaphragm area of 3.22 em? (0.5 in.?). Diaphragm displace-
ment necessary to drive the valve full open is approximately
0.076 mm (0.003 in.).

The hysteresis inherent in the hydraulic spool valves,
although within the manufacturer's specifications, was
excessive for this application. A dither signal applied to
the servovalves eliminated the excessive hysteresis. The
dither signal was generated with a fluidic oscillator circuit
(refer to Figures 3 and 4), operating at approximately 30 Hz.
The dither signal is separated from the rate signal with a
diaphragm. The diaphragm transmits pulses from the oscil-
lator to the rate signal, but prevents any net flow between
oscillator and the rate signal that might affect the rate
signal. The dither amplitude is adjusted by varying the
supply pressure to the oscillator and is set at a value
slightly less than that necessary to obtain gun or turret
motion resulting from the 30 Hz signal.

3.5 Handle Position Sensor

During operation in the unstabilized mode, the gunner's
handle mechanically positions hydraulic spool valves where one
valve supplies hydraulic power to the elevation actuator and
the other supplies power to the azimuth hydraulic motor. To
enable the gunner to track a moving target during operation
in a stabilized mode, hardware was designed that mechanically
sensed the gunner's power handle displacement from center
(pall) position,
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Figure 23, Pneumatic input portion of fluidic-hydraulic
servovalves,
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Two linkage arms clamp directly to the spools of the
power valves. As either spool is moved from its null (off)
position, the lirkage arms move a cylindrical cam zlong its
axis. .Figure 24 shows the cutaway cam and linkage, A cam
follower then transmits the cam motion, through a mechunical

" linkage, to a reverse flow flapper nozzle which, in ‘turn,

roduces a differential pressure output that is a function of
valve position. The pneumatic AP from the flapper nozzle is
then summed with the rate signal in the fluidic stack.

The cam profile and linkage assembly were designed so
that the AP° with respect to spool position had the same non-

lirearities as the rate versus spocl position resulting from
hydraulic shaping. Rate versus spoul position shaping was
determined from Reference 1. The shaped handle position
signal (gunner's commanded rate) is compared to the rate
sensor output, As a result, only those rates not commanded
by the gunner will be attenuated by the controller.

Precise shaping of the cams was found tc be critical
near the center (null) position for accurate crucking.

3.6 Notch Filter

The response of the elevation actuation system to a
test signal dispiayed a severe structural resonance at 19 Hz
(see Figure 10) due to gun bending. An effort was started
to build & notch filter to attenuate the signal at the
resonarit frequency, thereby preventing the possibility of
system instability at 19 Hz. An all-fluidic notch filter
was investigated by ADL and a laboratory breadboard circuit
was built up that approximated the required notch function.
However, when the stabilization system components were ready
for installation in the vehicle, the notch filter was not
ready for incorporation, so the pystem was installed and
testing was started. As testing progressed and dynamic com-
pensation was being performed, no system instability was
observed at the gun resonant freguency. Since the work on
the notch filter was done to eliminate an instability at
19 Hz, that offort was stopped shortly after testing on the
vehicle began.

{ S P P e T T T

1

Kaminski, A. P., "A Mathematical Representation of the
M60ALl Azimuth and Elevation Control and Add-On Stabilization

System, " System Analysis, Defense Division, Chrysler
Corporation, Technical Report No. CDE-SA-TR-71~09,
2 November 1971,
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,;f= f » The reason for absence of the predicted instability is
. ' not clearly understood; however, it is probably due to many

"l f } factors, among which are:
' , e 1. Approximately 6 dB ¢of mechanical resonance in-:
- ‘ ‘the gyro used to measure the gqun motion.
2, 0 N
- S 2. Rapid nonlinear roll-off characteristics of
. ; the fluidis resistors used for dynamic com-
| _ pensation.

3. A small amount of decoupling between the gun 'ﬂ
Lo and the control unit through the hydraulic
S actuator where the control was mounted.

4, ON-VEHICLE TESTING

b Testing was performed with the ftluidic stabilization
2 gsystem instailed in an M48A5 tank (see Figure 25) at the
1) - Garrvett-AiResearch laboratory test facility at Phoenix,
5 . Arizona. Frequency response teste were performed by instal-

ik” N ling 2 Moog Model 31 electrohydraulic flow control servo-
“i . ‘ valve in parallel with the stabilization servovalve for each
4 , { axis. By exciting the electrohydraulic servovalve with the
¥ v oscillating output of a frequency responge analyzer, hull
i ' , motions could be simulated. The resulting motion of the gun

and the turret was measured with the rate gyroscopes of the

existing hydraulic stabilization system. The test setup

schematic is illustrated in Fiqure 26. The disturbance

o suppression ratios for the azimuth and elevation axes are

- ’ plotted versus disturbance freguency as shown in PFigures 27

: ’ and 28. Also shown for comparison is the performance data

i . for the electrohydraulic add-on stabilization system now
ik used on the M60 battle tank.

. Measurements were made on the system also while the
© 3 ﬁ tank was undergoing single-axis maneuvers. Results of five
. repetitions of the aim retention test specified in
L - Reference 2 are tabulated in Table II., All data were within
8 the sgpecified 1limits, A short bump course, shown in
. l Figure 25, was constructed and utilized to conduct qualita-
tive testing and to provide visual demonstrations to mili-
tary personnel,

':-‘ 2"Vehicle Specification, Tank, Combat, M60AL 11655316
. g Rev. C," Paragraph 4.4.32.1.11, U.S8. Army Tank Automotive
‘ 5 Command.
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TABLE II. ROLL DOWN AND PIVOT TURN DATA

é Run Pull off (nnﬂlﬂmmﬂnal (mils)
; ¢ No. (6 mils maximum) (3 mils maximum)
i B 1 5 2
! 2 6 2
3 4 1
' 4 5 2
‘ 5 4 1
_ Azimuth
“Run [ Pull oft (mils) | Final (mils)
. No. (9 mils maximum) (3 mils maximum)
1 9 4
2 8 3
3 8 4
4 9 4
5 7 3

Test performed per Reference 2, Paragraph
4.4.32,1.11

Null drift and a reduction of system gain were encoun-
tered as excessively high temperatures were reached during
extended periods of operation. Temperature compensation of
the fluidic circuits was not attempted during this program
phase.
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- 6.  RELIABILITY STUDY ’
A reliability analysis based upon field data conserva-

; tively extrapolated to gun stabilization requl:enonts‘wnl
; conducted. 3
§ Projected reliability of the fluidic gun stabilization

system is shown in Table III.

; TABLE III. PROJECTED RELIABILITY

Estimated
fajlures Reliability
Component or per 10 MTBF
subassembly hours hours
‘E Elevation or azimuth
Fluidic circuit 2 500,000
Servovalve 20 50,000
Standby valve 10 100,000
Vene compressor 50 290,000
assembly
Pilot check valves 10 100,000
(2 required)
Null adjust _5 200,000
Total for each axis 97 10,309
pouble for both 194 5,155
; Gunners handle 20 50,000
! control assembly
Antibacklash cylinder 10 100,000
Hydraulic shutoft 20 50,000
valve
Filter for hydraulic 10 100,000
system -
. 254 3,937 br MTBF
N

%. T. Fleming and H. R. Gamble, "Reliability Data fox

Fluidic Systems," AiRescarch Manufacturing Co. of
Arizons, Phoenix, AZ, HDL-76-092-1 (December 1976).
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. 8 CONCLUSIONS AND RECOMMENDATIONS

The concept of fluidic angular rate sansing and control
of turret and gun actustion systems to provida stabilization
has been shown to have the capability to meet aim retention
specifications written for the electzohydraulic add-on stab-
ilization systems currently in use on the NGCAl tank. The
technology base now existe to permit user commands to under-
take development programs for specific vehicles without undue
technological risk.

T R T .

et may @ AT

: Several areas should bs focal points of subsequent
Co development effocts. S :

©  Circuit compensation for gain and offsat
could extend specified performance over more
severe environmenta) conditions.

o A more accurate match of the shaping of the
gunner's handle position signal to the gun-
ner's hydraulic valve profile could improve
tacrget tracking performance.

o The pneumatic compressor used during this
program to supply the fluidic circuits was an
adaptation of a readily available commercial

b . desigti and was deficient in several respects.

X An improved powsr supply design could reduce

- the output noise and alsd reduce the weaar pro—

& ducts, both of which ware encountared to some

1 degree. A broadly oriented program to develop

, - a compact, efficient, and reliable preumstic

| power supply tallored to the reguiraments of
i flgidic cirouits in general should be under-
| taken.

i © Dbue to present controller designs, separate
i testing of the pneumatic and hydraulic
. components is not convenient. Modulaz
- construction would allow the 'fluidic con-
i trollers to be removable without disturbing
- hydraulic connections and chorcb¥ pacmit
! eany removal for adjustment and calibration.

() Advancad vehicles currently under develop~
ment require vommunication between the gun
stabilization system and other vehicle

= . T,
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systems such as stabilized sights and elec-
tronic fire control computers. A program for
evaluation of existing and proposed pneu-
matic to electronic interface devices should
be initiated so that the advantages of
fluidic rate sensing and control could be
extended to these other vehicle systems.

Cost analyses have shown that nonfluidic
system components dgovern system cost.
Hydraulic servovalves are traditionally
expensive components that could perhaps
benefit from incorporation of fluidic tech-
nology. It is recommended that servovalve
programs be established.
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SYMBOLS

b_ = power jet nozzle width

; . Gp = elevation actuation system transfer function

] E lé Gp = azimuth actuation system transfer function

Hp = elevation controller transfer function

]i Hp = azimuth controller transfer function

e ey ey e T o7 e e
—
Cy
n

. h = power jet nozzle height
' ,‘ JG = gun moment of inertia
' Jy = hull moment of inertia

T turret moment of inertia

- K = 3.33 x 107 s
k' K, = system loop gain

Np = Reynolds number
. Py = supply pressure

1“ AP = differential pressure
AP_ = differential output pressure

P, = inlet pressure
S = Laplace transform variable
xsp = power nozzle exit to splitter distance

o = jet bending angle }
CG = gun barrel damping ratio

i ‘ {. = hull suspension damping ratio
t = turret drive damping ratio ]

é = angular velocity

GC = commanded angular velocity of gun

. : 8, = angular rate of gun in elevation axis

; 1 lf 51
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SYMBOLS (CONT'D)
angular velccity of hull in elevation axis

angular rate command to servova’'ve
kinematic viscoeity

commanded angular velocity of turret
angular velocity of hull in azimuth axis

angular velocity of turret

angular velocity command to servovalve

fluid density

azimuth axis dynamic compensation lead time
constants

azimuth axis dynamic compensation 1lag time
constant

response time constant of servovalve input
diaphragms, and asscclated preumatic ducting

elevation axis dynamic compensation lead time
constants

elevation axis dynamic c¢ompensation lag time
constants

empirical transport delay
gervovalve droop time constant

transport delay time associated with rate sensor
and fluidic amplifier

gun barrel resonant frequency

hull suspension natural frequency in the azimuth
axis

turret drive natural frequency
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15 APPENDIX A,-~RATE SENSOR AND AMPLIFIER
DIMENS IONAL DESCRIPTION

Figure A-1 defines the profile of the laminate propor-
tional amplifiers used for amplification of the angular rate
; signal.

B ]

L WP

Figure A-2 delineates the profile of the angular rate
| sensor used in the stabilization system. ,

1{ ; ; Figures A-3, A-4, and A-5 are computer-generated draw-
. : ings identifying the features of the rate sensor prufils;
E S "L" designations are lines and "A" designations ate arcs.

‘. Ii Table A~I is a list of the coordinate data assocliated
" B with the features designated in Figures A-3, A-4, and A-5,

by, Coordinate reference point is the center of A-1l; that is
4 ‘ X=0, Y=0,

All dimensions given in Appendix A are in inches,
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Figure A-5. Rate sensor profile identification.
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TEBLE A-I. COORDINATED DATA.
Name End point 1 End point 2
& Bl X1 = -0.259C0001 X2 = 0.0000
: Yl = 0.08750000 Y2 = 0.08750000
b L2 X1 = =0.2596001 X2 = 0.0000
: Y1 = -0.08750000 = ¥2 = -0.03750000
L3 X1 ~ -0.3951983 X2 = -1.085060
Yl = 0.01750000 Y2 « 0.01750000
L4 X1 = -0.3951983 X2 = -1.085000
Y1 = -0.01750000  ¥2 = -0.01750000
. L5 X1 = -1.095000 X2 = -1.095000
Y1 = -0.02750000 Y2 = -0.07100000
L6 X1 = -1,829010 X2 = -1.320000
¥l = 0.07400000  ¥2 = 0.1170000
L7 X1 = -1.826040 X2 = -1,944586
Yl = 0.06910927 Y2 = 0.09432953
' L8 X1 = -1,799470 X2 = =1.927503
4 Y1 = 0.004972618  ¥2 = 0.01842627
3 . L9 X1 = =1.820000 X2 = ~1,020000
5 Y1 = -0.1170000 ¥2 = -0.07400000
3 L10 X1 = =1,826040 X2 = -1,944684
| Y1 = -0.06910926 Y2 = -0.09432860
2 L1l X1 = -1,799478 X2 » =1,927509
1 Yl = -0.004972612 Y2 = -0.01842830
" f
| L12 X1 = =1,095000 X2 = -1.047540
j Y1 = -0.07100000  ¥2 = -0.1640590
| L13 X1 = =1,095000 X2 = =1.095000
: ¥l = 0.02750000 Y2 = 0.07100000
: L14 X1 = =1,095000 X2 = ~1,047540
| yl = 0.07100000 Y2 = 0.1640590
L
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b ‘ li TABLE A-I. COORDINATED DATA (CONT'D).
. A i L‘ Name End ‘poi nt 1 End point 2
. i
J 2 [i L15 X1 = ~1.325000 X2 = ~1,325000
| b Y1l = 0.2700000 Y2 = 0.1200000
5 | L16 X1 = -1.424529 X2 = -1,455471
n! b Yl - °| 1131‘91 Y2 - 0-3368510
2. L17 X1 » -1,922255 X2 = -1.485784
Yl = 0.5578561 Y2 = 0.3761601
L8 X1 » ~2.033000 X2 = ~2.033000
| Y1l = 0.4840000 Y2 = 0.3583321
. A L19 X1 = -1,822500 X2 = -1,933000
X , Y1l = 0.1213301 Y2 = 0,1851269
L20 X1 = ~1,822500 X2 = ~1,933001
, Yi = -§.1213301 Y2 = -0,1851278
i
v L21 X1 = ~2,033000 X2 = ~2,033000
| Y1 w -0.4840000 Y2 = -0.3583327
gi L22 X1 » -1,922255 X2 = -1,485784
Y1 = -0.5578561 Y2 = -0.3761601
'iI
: b; 123 X1 = -1,455471 X2 = ~1.424529
: Y1 = -0,3368510 Y2 = -0.1131491
! @i L24 X1 = -1.325000 X2 = ~-1,325000
£ ; Y1 = =0.2700000 Y2 = =0.1200000
ol Y L25 X1 = «1,149692 X2 = -1,206851
2 l ‘ Yl » 0,06003524 Y2 = 0.2847885
. l"i L}
L L26 X1 = -1,149692 X2 = -1,206851
3 | Y1 = «0.06003524 Y2 = -0,2847885
B L27 X1 = -1,130000 X2 = -1.,130000
'3 Yl = 0.06250000 Y2 = 0.103725%
8 L28 X1 = =1,130000 X2 = -1,130000
g Y1 = =0.1037257 Y2 = «0.06250000
' ! 65
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TABLE A=I. COORDINATED DATA (CONT'D).

Name Radius Center Start angle End angle

Al‘ 0.08750000 X = 0.0000 270.0000 450.0000
Y = 0.0000

A2 0.08000000 X = -0.3951983 270,0000 324.4024
Y = 0.9750000 '

A3 0.08000000 X = ~0.,3951983 35.59763 90.00001
Y = «0,09750000

A4 0.8750000 X » =0,2590001 90.00001  144.4024
Y = 0.0000

A5 0,08750000 X = -0,2590001 215.5976 270.000
Y = 0.0000

A6 (.01000000 X = =1.085000 180.0000 270.0000
Y = (0,2750000

A7 0.01C00000 X = -1,085000 90.00001 180.0000
Y = =0.2750000

A8 0.3000000 X = ~0,8299999 109.4712 180.09000
Y = 0.1037258

A9 0.03000000 X = -08299999 180.0000 250.5288
Y = «]1,1037258

Al0 0.005000000 X = -1,825000 0.0000 60.00082
Y = (,1170000

All 0.005000000 X = -1,825000 257.9992 360.0000

‘ Y = 0,07400000

Al2 0.3000000 X =« -1,882310 204.9945 257.999%
Y = 0,.3877733

All 0.4000000 X = ~1,885699 209.3935 264,0011
Y = 0.,416235%8

Ald 0.04499999 X = =2,195000 24.99446 209.3933
Y = 0.2420000

—
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TABLE A-I. COORDINATED DATA (CONT'D).

Name Radius Center Start angle End angle

Al5 0,3000000 X = -1,882309 102.0003 155,0057
Y = -0.3877726

AlsR  0.4000000 X = -1,885700 95.99960 150.6062
Y = -0.4162374

Al7 0.04499999 X = -2,195000 150.6060 315.0056
Y = -0,2420000

Al8  0.005000000 X = -1.800000 275.9997 444.0018
Y = 0.0000

Al9 0.005000000 X = -1,825000 0.0000 102.0008
Y = -0.0740006C0

A20 0.005000000 X = -1.825000 300.0007 360.0000
Y = -0,1170000

A2l 0.2000000 X = -0,8693728 207.0216 261.0102
Y = -0,07319380

A22 0.06000000 X = ~0,9100001 279.0600 469.4713
Y = 0.3300000

A23 0,06000000 X = -0.9100001 250.5288 441.0102
Y = -0,.3300000

A24 0.,2000000 X = -0,8693728 98.96876 152,9785
Y = 0,0731938¢C

A25 0.06000000 X ~ -1,265000 14,.26902 180.0000
Yy = 0.,2700000

A26 0,05000000 X = =1,375000 187.8753 360.0000
Yy = 0,1200000

A27 0.Y5000000 X = -1,505000 7.875351 67.39883
Y = 0,3300000

428 0,08000000 X = -=1,953000 67.39081 180.0000
Y = 0.4840000

67

e o st i

N VM Sty NIt Sy -ﬁ



68

<3

‘18 TABLE A-I. COORDINATED DATA (CONCLUDED).

4

3 Name Radius Center Start angle End angle

g ! A25 0.2000000 X = -1.833000 180.0000 240.0001

3 ; Y = 0.3583321

| ? A20 0.2000000 X = -1,833000 120.0001 180.0000

& Y = -0.3583327

3 A3l 0.8000000 X = -1.953000 180.0000  292.6012 .

.3 Y = -0.4840000

) A32 0.05000000 X = -1.505000 292.6012 352.1247

3 Y = -0.3300000

3 A33 0.05000000 X = -3i.375000 0.0000 172.1247

- Y = -0,1200050 |
(3‘

b A34 0.6000000 X = -1.265000 180.0000 345.7310

: Y = -0.2700000 |
] A35 0.01000000 X = -1.140000 0.0000 165.7310

g Y = -0.06250000 1
: A36 0.01000000 X = -1.140000 194.2691 360.0000

: Y = 0.6250000 l
N f\\u ‘:
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APPENDIX B,--DETAILED STACKING SEQUENCE

A detailed list of the parts that were used to build
the fluidic gain blocks in the azimuth and elevation axis
follows, Some part numbers are¢ followed by M, M;, or M,,
which represent a modification of the standard parts.
These modified parts are shown in Figure B-1. All parts
have an orientation notch near one corner, as shown on the drow-
ing preceding the parts list. The orientations of the
notches are relative to one another and are dencted by a
letter in the parta list. The orientation key shows the
position assigned to each letter.

The stacking sequence starts from the rate sensor and
builds to the final output stage. Each stacking sequence
starts with ths bottom of the stack and all communication
with the stack is made through the bottom.

The gain blocks were divided to form several stacks
(two In azimuth and four in elevation) to aid in communi-
cating with the various amplifiers in the cascade. Smaller
stacks are made the packaging more flexible.,

3165020:M

3185021 M,

®N0°050R0
s G
o

Q¢ °
s O 8

c';\_}w__"g_?o

3185216 M

®

i

°

o®

°
gqu%o

Figure B-1. Modified standard parts.
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ORIENTATION KEY

AZIMUTH AXIS STACK NO. 1

Stack Part Orien- Descrip- Quantity
Sequence MNumher tation tion Required Remar ks

e e e e e i gl e I

1 3155033 A Transfer 5
2 3155021 H Gasket 1
3 3155219 G Nozzle 1

4 3155021 M, C Vent 1 Modified part
5 3155219 G Nozzle 1

6 3155021 M, € Vent 1 Modified part
7 3155221 B Nozzle 1l

| 8 3155021 M, C Verit 1 Modified part
! 9 3155221 B Nozzle 1

3 10 3155021 M, G Vent 1 Modified part
11 3155221 G Nozzle 1

12 3155021 M, H Vent 1 Modif:ed part
13 3155221 B Nozzle 1

14 3155021 M, H Vent 1 Modified part
15 3155221 B Nozzle 1

16 3155021 M, C Vent 1 Modified part
i 17 3155221 G Nozzle 1
i 18 3155018 C Gasket 1
‘ 19 3155018 C Gasket 1
. 20 3155040 F  Gasket 1
| 21 3155300 F Nozzle 6
g 22 3155040 F  Gasket 1
g = 23 3155300 F Nozzle 6
| 24 3155040 F  Gasket 1
x 25 3155000 F Nozzle 6
neé 3155040 P Gasket 1l
X 1 4 3155300 F Nozzle 6
N - 28 3155040 F  Gasket 1
| 2) 3155300 F Nozzle 6
kil 3155018 H Gasket 1
31 3155216 C Exhaust 2
\ 32 3155237 C Exhaust 1
3 33 3155236 H Vent 2

¢ 34 3169138 ¢ Amp 1 h = 0.032
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= 7 AZIMUTH AXIS STACK NO, 1 (CONTD)

v Stack Part Orien~ Descrip- Quantity
' L Sequence _ Number tation tion Required Remarks
= -l 35 3155236 H Vent 2
. ; 35 3155237 H  Exhaust 1
3 L 37 3155216 Cc Exhaust 2
. P 38 3155016 A Gasket 1
3 ' 39 3155021 F Gasket 1
X - 40 3155300 H Nozzle 5
. 41 3155040 H Gasket 1
| - 42 3155200 H Nozzle 5
" . 43 3155040 H Gasket i
¥ 44 3155300 H Nozzle L]
N . 45 3155040 H Gasket i
. 46 3155300 H Nozzle 5
: ' | 47 3155040 H Gasket 1
k. i 48 3155300 H Nozzle 3
X : 49 3155040 H Gasket 1
- 8 ' 50 3155191 B Transfer 2
3 : 51 3155116 C Transfer 2
. 52 3155040 C Gasket 1l
53 3155020 G Cap 2
f ' 54 3155040 G Gasket 1
rol 3 55 3155020 D cCap 2
: ' 56 3155018 A  Gasket 1
. : 57 3155021 D Gasket 1
t ! 58 3155044 Cc Gasket 1l
- ' 59 3155216 M F  Exhaust 2 Modified part
' 60 3155237 A  Exhaunt 1
. 61 3155236 A Vent 2
- - 62 3169138 F  Amp 1 h = 0.030
. 63 3155236 A Vent 2
o . 64 3155237 A Exhaust i
’ j 65 . 3155216 M F  Exhaust Modified part
66 3155021 H Gasket 1
67 3155040 E Gasket 1
B ] 68 3155221 C Nozzle 3
1 69 3155217 A Exhaust 1l
i 70 3155221 H Nozzle 3
~ 4 , 71 3155040 H Gasket 1
‘ 72 3155221 H Nozzle 3
73 3155217 A Exhaust 1
: 74 3155221 H Nozzle 3
. 75 3155040 B Gasket 1
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ﬂ AZIMUTH AXXS STACK NO, 1 (CONTD)

k

i Stack Part  Orien- Descrip- Quantity

§ Sequence _ Number tation tion Required Remarks

i 76 3155221 H Nozzle 3

? 77 3155217 A  Exhaust 1

: 78 3155219 H Nozzle 3
_ ! 79 3155040 H CGansket 1
- i 80 3155219 H Noizzle 3
X ; 8l 3155217 A Exhaust 1
I 82 3155219 H Noizle 3
B 813 3155018 H Gasket 1l
TR 84 3155219 H Nowzle 3
. a5 3155217 A Exhaust 1
?p ‘ 86 3155219 H Noizzle 3
i : 87 3155018 H Gasket 1
3 . 88 3155040 A Gasket 1
{{' , 89 3155021 D Gasket 1
} 90 3155216 C  Exbhaust 2 Modified part
3 91 3155237 H Exhaust 1
e 92 3155236 C Vent 2 :
! 93 3169138 C Amp 1 h = 0.025 ¥
. 94 3155236 C Vent 2 s
X , 95 3155237 C  Exhaust 1 [
' 96 3155216 C Fxhaust 1 Modified part
’ 97 3155018 F Gasket 1 i
f 98 3155021 A Gaisket 1
3 99 3155221 G Nozzle 1 n
G 100 3155217 H Exhaust 1 g
i 101 3155219 G Nozzle 1l :
¥ 102 3155040 H Gasket 1 n
¥ 103 3155219 B Nozzle 1
iy 104 3155217 H Exhaust 1
;, 105 3155219 G Nozzle 1 U
b 106 3155040 D Gasket 1
4 107 3155216 F  Exhaust 2 Modified part
- 108 3155237 F Exhaust 1 ¢
,. 109 3155236 A Vent 2 i
b 110 3169138 F Anp 1 h = 0,020 g
i3 111 3155236 A Vent 2 :
i 112 3155237 A Exhaust 1 H
;; 113 3155216 F Exhaust 2 Modified part _
o 114 3155018 C Gasket 1 !
fl 115 3155116 G Transfer 2 l
B 116 3155110 E Transfer 2
i 117 3155019 A Gasket 5 1
b 2 !
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AZIMUTH AXIS STACK NO. 2

Stack Part
Sequence _ Number
1 3155034
2 3155033
3 3155046
4 3155038
5 3155045
6 3155018
7 3155035
8 3155018
9 3155217
10 3155021 M,
11 3155237
12 3155236
13 3169138
14 3155018
15 3155040
16 3155021
17 3155021
18 3155216 M
19 3155215
20 3155213
21 3155131
22 3155213
23 3155215
24 3155216 M
25 3155021
26 3155018
27 3155018
28 3155219
29 3155217
30 3155219
31 3155217
32 3155219
33 3155040
34 3155040
35 3155018
36 3155020
37 3155018
3s 3155027
39 3155118
40 3155046
41 3155018
42 3155020

Orien-
tation

PEHOQABUPOAQAUNUUNGAEUPORNOHUONUSEOHQUTEHUAX TN YD

Descrip-
tion

Gagket
Transfer
Gasket
Transfer
Gasket
Gasket
Transfer
Gasket
Exhaust
Vent
Exhaust
vent
Amp
Gasket
Gasket
Gasket
Gasket
Exhaust
Exhaust
Vent
Amp
Vent
Exhaust
Exhaust
Gaz ket
Gasket
Gasket
Nozzle
Exhaust
Nozzle
Exhaust
Nozzle
Gasket
Gasket
Gasket
Cap
Gasket
Resistor
Transfer
Gasket
Gasket
Cap

73

Quantity
Required
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Remarks

Modified part

h =« 0.016

Modified part

Modified part
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AZIMUTH AXIS STACK NO. 2 (CONCLUDED)

Stack Part
Sequence _ Number
43 3155018
44 3155018
45 3155216 M
46 3155237
47 3155236
48 3169138
49 3155021
50 3155021
51 3155217
52 3155021 M,
53 3155219
54 3155018
55 3155216 M
56 3155215
57 3155213
58 3155131
59 3155213
60 3155018
6l 3155018
62 3155219
63 3155217
64 3155221
65 3155216
66 3155221
67 3155217
68 3155221
69 3155216
70 3155021
71 3155022
72 3155020 M
73 3155000
74 3155234
75 3155000
76 3155020 M
77 3155018
78 3155021
79 3155027
80 3155018
81 3155191
82 3155018
83 3155191
84 315501¢

Orien-

tation

SO U R TOQAUEATQOUUUOANETTANEBOOUHNEAOANOWOADOQO

Descrip~-

tion

Gasket
Gasket
Exhaust
Vent
Vent
Amp
Gasket
Gasket
Exhaust
Vent
Nozzle
Gasket
Exhaust
Exhaust
Vent
Amp
Vent
Gasket
Gasket
Nozzle
Exhaust
Nozzle
Exhaust
Nozzle
Exhaust
Nozzle
Exhaust
Gasket
Gasket
Exhaust
Vent
Anmp
Vent
Exhaust
Gasket
Gasket
Resistor
Gasket
Transfer
Gasket
Transfer
Gasket

74

Quantity
Required

1
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Remarks

Modified part

h = 0.010

Modified part

Modified part

Modified part

Modified part
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ELEVATION AXIS STACK NO. 1

Stack Part Orien- Descrip-
Sequence Number tation tion
1 3155033 A Transfer
2 3155047 G Gasket
3 3155062 H Exhaust
4 3155021 E Gasket
5 3155022 o] Gasket
6 3155035 F Transfer
7 3155018 G Gasket
8 3155116 H Transfer
9 3155022 C Gasket
10 3155116 A Transfer
11 3155022 F Gasket
12 3155198 B Exhaust
13 3155237 B Exhaust
14 3155236 G Vent
15 3169138 B Amp
16 3155236 G Vent
17 3155237 B Exhaust
18 3155198 B Exhaust
19 3155021 o Gasket
20 3155219 E Nozzle
21 3155021 M, c Vent
22 3155219 E Nozzle
23 3155021 M, F Gasket
24 3155219 E Nozzle
25 3155021 M, A Vent
26 3155219 D Nozzle
27 3155021 M, ¢ Vent
28 3155217 B Exhaust
29 3155019 A Gasket

Quantity
Required

AR HRNHMNEMNHNRRDF NI N W W W0

Remarks

h = 0.032

Modified part

Modified part
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ELEVATION AXIS STACK NO. 2

Stack Part
Sequence Numbet
1 3145033
2 3155217
3 3155021 M,
4 3185219
5 3155021 M,
6 3155219
7 3155021 M;
8 3155219
9 3155021 M,
10 31552153
11 3155021 M,
12 3155219
13 3155021 M,
14 3155219
15 3155021 M,
16 3155219
17 3155021 M,
18 3155219
19 3155021 M,
20 3155219
21 3155021 M,
22 3155219
23 3155021 M,
24 3155219
25 3155021 M,
26 3155219
27 3155021 M,
28 3155219
29 3155021 M,
30 3155219
31 3155021
32 3155219
33 3155021
34 3155219
35 3155021 M,
36 3155219
37 3155021 M,
38 3155219
39 3155021
40 3155021

Orien-

tation

HPIEHAOUZDOAOANOAUNHOANAAXATAAUIIXIHOAUOOOOE>ON

Desccip-
tion

Quantity
Required

Remarks

Transfer
Exhaust
vant
Neozzle
Vent
Nozzle
Vent
Nozzle
vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Vent
Nozzle
vent
Nozzle
Vent
Nozzle
Vent
Nozzle
vent
Nozzle
Vent
Nozzle
Vent
Nozzle
Gasket
Gasket

FHEWHRNHFNEFENFRN SRR R R W RS W W R AN NN

Modified
Modified
Modified
Modified
Modified
Modifiecd
Modified
Modified
Modified
Modified
Modified
Modified
Modified
Modified

Modified
Modified

parct
part
part
part
part
part
part
part
part
part
part
part
part
part

part
part




ELEVATION AXIS STACK NO. 2 (CONCLUDED)

Stack Part Orien- Descrip~- Quantity
Seéquence Number tation tion Required Remarks

41 3155217 B Exhaust 4

42 3155021 M; C Vent 2 Modified part
43 3155219 C Nozzle 2

44 3155021 M, G Vent 1 Modified part
45 3155219 C Nozzle 2

46 3155021 M, G Vent 1 Modified part
47 3155219 C Nozzle 2

48 3155021 M; B Vent 1 Modified part
49 3155219 H Nozzle 2

50 3155021 M, D Vent 1 Modified part
51 3155219 H Nozzle 2

52 3155021 M, G Vent 1 Modified part
53 3155219 C Nozzle 2

54 3155021 M; D Vent 1 Modified part
55 3155219 H Nozzle 2

56 3155022 G Gasket 1l

57 3155198 F  Exhaust 2

58 3155237 A Exhaust 1l

59 3155236 A Vent 2

60 3169138 F Amp 1l h = 0.030

61 3155236 A Vent 2

62 3155237 F  Exhaust 1

63 3155198 F  Exhaust 2

64 3155019 A Gasket 5
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ELEVATION AXIS STACK NO. 3

D 2 S NI I S L U Y T 1T T e e nm

Stack Part Orien- Deacrip- Quantity
Sequence Number tation tion __ Requiced Ronmarks
1 3155033 G Transfsr 3
2 3155022 D Gasket 1
3 3155035 8 Tranafer 3
S 4 3155218 H Nozzle i ' :
} 5 3155040 M D Vent 1 Modified pazt
v 6 3155219 H Nozzle 1 - ‘
: 7 3155021 M, H Vent 1 Modified part
‘ 8 3155219 H Nozzle 1
: 9 N15%040 M A  Vent 1l Modified part
‘ 10 3155219 H Nozzle 1
¥ ; 11 3155040 M D Vent 1 Modified part
i ! % 12 3155219 C Nozzle 1 '
i i 13 3155040 M D Vent 1 Modified part
h?' 14 3155219 H Nozzle 1 :
L - 15 3155040 M E Vent 1 Modified part
L 16 3155219 A Nozzle 1
i C 17 3155040 M D Vent 1 Modified part
o 18 3155219 F Nozzle ),
13 3155217 » C  Exhaust 1 R
20 3155219 A Nozzle 1
21 3155040 M D Vent 1 Modified part
22 3155219 A Nozzle 1
23 3155022 E Gasket 1
24 3155021 M, H Vent 1 Modified part
25 3155219 H Nozzle 2
26 3155021 M, E Vent 1 Modified part
27 3155219 H Nozzle 2
28 3155217 A  Exhaust 2
29 3155219 H Nozzle 2 _
30 2155021 M, E Vent 1 Modified part
31 3155219 H  Nozzle 2
32 3155021 M, ¢ Vent 1 Modified part !
33 3155022 ¢ Gasket 1 .
34 3155018 F  Gazket 1
35 3155216 M F  Exhaust 2 Modified part
36 3155237 H Exhaust 1
37 3155236 ¢ Vent 1 i
38 3169138 C Amp 1 h = 0,025
39 3155236 G Vent 1
40 3155237 H Exhaust 1
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Seyuence

41
42
43
44
45
46
47
48
49
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54
55
56

ELEVATION AXIS STACK NO,

3 (CONCLUDED)

Orien- Descrip- Quantity

Part
Number tation tion Required Remarks

3155216 M F  Exhaust 2 Modified part

3155018 B  Gasket 1

3155018 o Gasket 1

3155018 H Gasket 1l

3155198 F Exhaust 2

3155237 F Exhaust 1

31552236 A Vent 1

3169138 F Amp 1 h = (,020
- 3155236 A Vent 1

3155237 F Exhaust 1l

3155198 A Exhaust 2

3155021 B Gasket 1

3155191 A Transfer 2

3155021 E Gasket l

3155191 F Transfer 3

3155019 A Gasket 5
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ELEVATION AXIS STACK NO, 4

part

—Number

3155033
3155018
3155035
3155018
3155217
3155021
3155237
3155236
3169138
3155018
3155040
3155217
3155021
3155219
3155040 M
3155219
3155018
3155040
3155217
3155021
3155237
3155236
3169138
3155018
3155018
3155011
3155021
3155040
3155040
3155027
3155018
3155027
3155037
3155018
3155027
3155018
3155040
3155040
3155217
3155219
3155040 M
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Transfer
Gasket
Transfer
Gasket
Exhaust
Vent
Exhaust
Vent
Amp
Gasket
Gasket
Exhaust
Vent
Nozzle
Vent
Nozzle
Gasket
Gasket
Exhaust
Vent
Exhaust
Vent
Amp
Gasket
Gasket
Exhaust
Gasket
Gasket
Gasket
Cap
Gasket
Cap
Transfer
Gasket
Cap
Gasket
Gasket
Gasket
Exhaust
Nozzle
Vent
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Remacks

Nodified part

h = 0.016

Modified part
Mcdified part

Modified part

h = 0.010

Modified part
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stack
Sequence

42
43
44
45
46
47
48
49
50
51
52
53
54
55
56
57
58
59
60
61
62
63
64
65
56
67

ELYVATION AXIS STACK NO. 4 (CONCLUDED)

part Orien~ Desarip- Quantity
Number tation tion Required Remarks
3155219 E Nozzle 1
13155021 E  Gasket 1
- 3155216 G Exhauat 3
3155213 B Vent 2
3155131 G Amp 2
3155018 D Gasket )
3155018 D Gasket 1
3155011 H Exhaust 2
3155021 D Gasket 1
3155024 B Transfer 3
3155018 G Gasket 1
3155021 A Casket 1
3155020 B Exhaust 2 Modified part
3155000 G Vent 2
3155234 L¢] Anmp 2
3155000 G Vent 2
3155020 B  Exhaust 2 Modified part
3155035 F Transfer 3
3155217 E Exhaust 1
3155219 G Nozzle 1
3155217 . E Exhaust 1
3155219 G Nozzle 1
3155216 E Exhaust 1
3155219 G Noz=xle 1
3155216 E Exhaust 1
3155019 A Gasket 5
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